For over five decades, BFW ha
been a technological leader in
medical and surgical headlig
illumination.

Our innovative LED-based
line includes exam and s
grade portable and te

headlights and light sources.
All BFW products are backed by custome
technical support that is second-to-no

Engineered and assembled in Ame
with Long Island Technology

with a symbiotic vision of

the ever-changing rec

demanding prof




S E E B ETTE R BFW, Inc. was founded by Leon Cooper in 1971 in Lexington, Kentucky. In
1990, his daughter Lynn joined the company, aiming to learn the business
and expand its international reach. At that time, BFW had just three

S E E FARTH E R international distributors, but this network has since grown to over 20,

driven by a commitment to quality and strong global referrals.

S E E WHY In 2010, BFW introduced the ChromalLUME, a significant advancement

in lamp technology, utilizing plasma lamps to extend lamp life while
maintaining brightness. This innovation set the stage for BFW'’s shift to LED
technology, which preserves intensity and reduces heat.

In 2014, BFW partnered with Long Island Technology Group to launch the
Lighthouse Series, featuring robust and clear LED-powered headlights and
light sources.

In 2023, BFW joined the Pacific Surgical
Family of Companies, which allows the
company to leverage shared resources
and expertise, furthering its commitment

i i i i CELEBRATING
to exceptional care and innovation in the ?gl;li FIVE DECADES
surgical field. OF ILLUMINATION

LED LIGHT SOURCE // FIBER OPTIC HEADLIGHT /[ CAMERA

PHAROS HD | HEADLIGHT HD IMAGING SYSTEM POWERED BY HIGH BRIGHT HATTERAS | PG 02
HIGH BRIGHT & S-MODEL HATTERAS | LED LIGHT SOURCES | PG 03

CHROMAPRO | LED LIGHT SOURCE | PG 04

AtoN | FIBER OPTIC HEADLIGHT POWERED BY HATTERAS SYSTEM OR CHROMAPRO | PG 04

BATTERY-POWERED LED HEADLIGHTS

DAYMARK VICTORY | SURGICAL: HIGH INTENSITY | PG 05
DAYMARK | SURGICAL: HIGH INTENSITY | PG 05
BRISTOL-PLUS | SURGICAL: MEDIUM INTENSITY | PG 05
DOVER | EXAM: MEDIUM INTENSITY | PG 05

MAUI DOVER | SURGICAL: MEDIUM INTENSITY | PG 06

MAUI BRISTOL-PLUS | SURGICAL: MEDIUM INTENSITY | PG 06

VIDEO RECORDING & DISPLAY

MEDICAPTURE MVR PRO & MVR 4K | MEDICAL VIDEO RECORDING SYSTEMS | PG 07
TEAC UR-NEXT 4K | MEDICAL VIDEO RECORDING SYSTEM | PG 08
VOIRELITE DISPLAYS | 31.5” & 27” SURGICAL DISPLAYS | PG 08

BAYPORT BATTERY CHARGING SOLUTIONS & HEADLIGHT STORAGE

BAYPORT BATTERY CHARGING | POWER UP BATTERIES WITH A VARIETY OF CONFIGURATIONS | PG 09
BAYPORT HEADLIGHT STORAGE | CONVENIENTLY STORE HEADLIGHTS | PG 10
MAUI BAYPORT HEADLIGHT CHARGING & STORAGE | STORE & CHARGE HEADLIGHTS | PG 11

LIGHTING GUIDE /| PRODUCT SYSTEMS // PRODUCT CODES

LIGHTING GUIDE | FIND THE RIGHT LIGHT BY DISCIPLINE | PG 12
PRODUCT SYSTEMS | EXPLORE THE BFW SYSTEMS TO SUIT YOUR NEEDS | PG 12
PRODUCT CODES | REFERENCE GUIDE TO THE BFW PRODUCT LINE | PG 13-14
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BFW BRINGS YOU PRODUCTS

THAT AID IN THE NAVIGATION OF
YOUR SURGICAL FIELD. CHOOSE A

HEADLIGHT OPTION FROM OUR BROAD
‘ ILLUMINATION ‘

RANGE OF PRODUCTS TO BEST SUIT

YOUR SPECIFIC NEEDS.

PHAROS™ HD

HIGH-INTENSITY, FIBER OPTIC HEADLIGHT WITH COAXIAL,
HIGH-DEFINITION CAMERA WITH FIXED SPOT,
POWERED BY HIGH BRIGHT HATTERAS

¢ Fixed Spot Diameter: 4" (10.16 cm) at a working
distance of 16" (40 cm)
¢ Color Temperature with High Bright Hatteras: 6,400° K
* Adjustable Depth of Focus: 10" (25 cm) - 24" (61 cm)
e Digital Zoom: up to 16X Magnification
* Wide Angle Lens Adaptor option available
* SDI/HDMI Output
e Digital Image Stabilization Setting
¢ Manual Brightness Setting Option
e Compatible with most High-Definition or
Integrated Operating Room Recording Systems
¢ Coaxial Headlight Imaging System: The highest
quality video and still images will be captured
from the surgeon’s point of view on both a
medical recorder as well as viewed live
on the OR monitor.

PHAROS TESTED AND CERTIFIED TO:
IEC 60601-1 Edition 3, IEC 60601-1-2 Edition 4,
ANSI/AAMI ES60601-1 (2005 + C1:09 + A2:10),

a CAN/CSA C22.2 NO 60601-1 Edition 2 (2008), CE




HIGH BRIGHT HATTERAS™
HIGH-INTENSITY LED SURGICAL LIGHT SOURCE

¢ lllumination Range with AtoN Fiber Optic Headlight
~220,000 LUX at 16" (40 cm)
e Color Temperature: 6,400° K
¢ Intensity Settings: 10 Levels
* 4 Port Turret accepts: BFW/ACMI, Olympus, Storz, and Wolf Cables
¢ Unique Standby Feature: when Fiber Optic Cable
is Removed from Port, lllumination Stops
e LED Expected Lifespan > 50,000 hours
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AtoN HEADLIGHTS,
AND MOBILE STANDS
ARE SOLD SEPARATELY

S-MODEL HATTERAS™

HIGH-INTENSITY LED SURGICAL LIGHT SOURCE

¢ [llumination Range with AtoN Fiber Optic Headlight
~185,000 LUX at 16" (40 cm)
¢ Color Temperature: 6,400° K
¢ Intensity Settings: 10 Levels
e 4 Port Turret accepts: BFW/ACMI, Olympus, Storz, and Wolf Cables
¢ Unique Standby Feature: when Fiber Optic Cable
is Removed from Port, lllumination Stops
* LED Expected Lifespan > 50,000 hours

HATTERAS TESTED AND CERTIFIED TO: IEC 60601-1-2 Edition 4,
ANSI/AAMI ES60601-1 (2005 + C1:09 + A2:10), CAN/CSA C22.2 NO

60601-1 Edition 2 (2008), CE IEC 60601-1 Edition 3 a




CHROMAPRO™
LED LIGHT SOURCE

¢ 50-Watt LED lllumination

¢ [llumination Range with AtoN Fiber Optic
Headlight ~70,000 LUX at 16" (40 cm)

 LED Expected Lifespan > 30,000 hours

¢ Analog Dimmer Controls Output from 0% to 100%
¢ Universal Power Supply

¢ Optimizes Light Transmission through Cable

* Small and Powerful

LED LIGHT SOURCE

CHROMAPRO TESTED AND CERTIFIED TO: IEC/EN 60601-
1:2006, UL 60601-1:2003, CS C22.2 No. 60111990 (R2005), and
IEC 60601-1-2:2007

HEADLIGHT WITH LIGHT SOURCE

AtoN™

HIGH-INTENSITY SURGICAL FIBER OPTIC HEADLIGHT WITH
ADJUSTABLE SPOT, POWER WITH BFW HIGH BRIGHT HATTERAS,
S-MODEL HATTERAS OR CHROMAPRO
¢ [llumination Ranges at 16” (40 cm):
> High Bright Hatteras ~220,000 LUX
> S-Model Hatteras ~185,000 LUX
> ChromaPRO ~70,000 LUX
¢ Adjustable Iris Spot Diameter: .5"-4" (1.27 - 10.16 cm)
at a working distance of 16" (40 cm)
e Fiber Optic Cables available in 7' and 10’ lengths
e Hygienic Optic: Easy to Clean Twist-Off Feature
¢ Compatibility: ACMI Port
e Optic Weight: 1.5 0z (43.49)
¢ Fiji Headband is customizable. Options to add
personalization include: name/facility/department
(must be selected at time of order)
and choice of 8 backing colors.

ATON TESTED AND CERTIFIED TO: ANSI/AAMI ES60601-1 (2005 +

C1:09 + A2:10), CAN/CSA C22.2 NO 60601-1 Edition 2 (2008), CE




PORTABLE
HIP-MOUNTED BATTERY

DAYMARK VICTORY™

BFW’S BRIGHTEST LIGHT EVER! HIGH INTENSITY, PORTABLE LED
SURGICAL HEADLIGHT WITH BOOST MODE-ADJUSTABLE SPOT-

POWERED BY TWO BATTERY OPTIONS

e lllumination: up to ~425,000 LUX
o Adjustable Spot Diameter: 1.5”-4.5” (3.8 - 11.4 cm)
at a working distance of 16” (40 cm)

and quick press to Boost
e Battery Durations:
Small battery: 4 hours at full intensity, 2.5 hours when Boosted
Large battery: 8 hours at full intensity, 5 hours when Boosted
e Color Temperature: 5,700 K
e Battery Expected Life Span: > 300 charges
e LED Expected Life Span: > 36,300 hours
¢ Weight: Optic: 5 0oz (141 g) | Holster: 100 g
¢ Battery Weights: Small: 8.4 0z (240 g) | Large: 16.8 0z (480 g)

DAYMARK ™

HIGH-INTENSITY, PORTABLE LED SURGICAL
HEADLIGHT WITH ADJUSTABLE SPOT,
POWERED BY A 4-CELL BATTERY

¢ [llumination: up to ~260,000 LUX

¢ Adjustable Spot Diameter: 1"-4"(2.5 - 10.16 cm)
at a working distance of 16” (40 cm)

* Color Temperature: 5,000 K

¢ Intensity Settings: 5 Levels

* 4-Cell Battery (System includes 2 batteries)

e Battery Duration at Full Intensity > 5 hours

e Battery Expected Life Span: > 300 Charges

e LED Expected Life Span > 50,000 hours

e Optic Weight: 5 oz (141 9)

e Battery Weight: 8 0z (226 g)

BRISTOL-PLUS™

PORTABLE LED SURGICAL HEADLIGHT WITH
ADJUSTABLE SPOT, POWERED BY A 3-CELL BATTERY

¢ |llumination: up to ~132,000 LUX

¢ Adjustable Spot Diameter: 1"-3.5" (2.5 - 8.8 cm)
at a working distance of 16" (40 cm)

¢ Color Temperature: 7,000 K

¢ Intensity Settings: 5 Levels

¢ 3-Cell Battery (System includes 1 battery)

e Battery Duration at Full Intensity: 10 hours

» Battery Expected Life Span > 300 Charges

e LED Expected Life Span > 50,000 hours

¢ Optic Weight: 1.2 oz (34 g)

e Battery Weight: 6 oz (170 g)

*DAYMARK VICTORY™ CERTIFICATION INFORMATION PENDING DAYMARK TESTED AND CERTIFIED TO:
*AVAILABLE PENDING Ul CERTIFICATIONS IEC 60601-1 Edition 3, IEC 60601-1-2 Edition
*SUBJECT TO DELIVERY FALL 2024 4, ANSI/AAMI ES60601-1 (2005 + C1:09 + A2:10),

CAN/CSA C22.2 NO 60601-1 Edition 2 (2008), CE

¢ Intensity Control: Dial - push and hold for on/off, rotate for adjustment,

BRISTOL-PLUS TESTED AND CERTIFIED TO:

IEC 60601-1 Edition 3, IEC 60601-1-2 Edition 4, ANSI/
AAMI ES60601-1 (2005 + C1:09 + A2:10), CAN/CSA
C22.2 NO 60601-1 Edition 2 (2008), CE



DOVER™

PORTABLE LED HEADLIGHT WITH FIXED SPOT, POWERED BY
A 3-CELL BATTERY

¢ [llumination: up to ~105,000 LUX

¢ Fixed Spot Diameter: 3.5” (8.8 cm) at a working distance of 16" (40 cm)
¢ Color Temperature: 7,000 K

¢ Intensity Settings: 5 Levels

¢ 3-Cell Battery (System includes 1 battery)

¢ Battery Duration at Full Intensity: 10 hours

¢ Battery Expected Life Span > 300 Charges

e LED Expected Life Span > 50,000 hours

* Weight: Optic: 0.45 oz (12.7 g) | Battery: 6 oz (170 g)

CORDLESS

HEADBAND-MOUNTED BATTERY

MAUI DOVER™

CORDLESS LED HEADLIGHT WITH FIXED SPOT,
POWERED BY A HEADBAND MOUNTED BATTERY

e [llumination: up to ~105,000 LUX

¢ Fixed Spot Diameter: 3.5” (8.89 cm) at a working
distance of 16” (40 cm)

¢ Color Temperature: 7,000K

¢ Intensity Controls Output from 0% to 100%

e Battery Expected Life Span: > 300 Charges

¢ LED Expected Life Span: > 50,000 hours

¢ Battery Run Time: 3 hours at full intensity,

+1 hour of decreasing intensity

» Weight: Optic: 0.45 oz (12.75 g) | Battery 1.4 oz (39.68 g9)

MAUI BRISTOL-PLUS™

CORDLESS LED SURGICAL HEADLIGHT WITH
ADJUSTABLE SPOT, POWERED BY A HEADBAND
MOUNTED BATTERY

¢ [llumination: up to ~132,000 LUX
¢ Adjustable Spot Diameter: 1”’-3.5” (2.54 - 8.89 cm)
at a working distance of 16” (40 cm)
¢ Color Temperature: 7,000 K
¢ Intensity Controls Output from 0% to 100%
e Battery Expected Life Span: > 300 Charges
¢ LED Expected Life Span: > 50,000 hours
¢ Battery Run Time: 3 hours at full intensity,
+1 hour of decreasing intensity
* Weight: Optic: 1.2 0z (34.02 g) | Battery: 1.4 oz (39.68 g)

DOVER TESTED AND CERTIFIED TO: MAUI DOVER TESTED AND CERTIFIED TO: MAUI BRISTOL-PLUS TESTED AND CERTIFIED TO:
IEC 60601-1 Edition 3, IEC 60601-1-2 Edition 4, IEC 606071-1 EDITION 3, IEC 60601-1-2 IEC 606071-1 EDITION 3, IEC 60601-1-2

ANSI/AAMI ES60601-1 (2005 + C1:09 + A2:10), CAN/ EDITION 4, AAMI ES60601-1 EDITION 1, CSA C22.2 NO EDITION 4, AAMI ES60601-1 EDITION 1, CSA C22.2 NO
CSA C22.2 NO 60601-1 Edition 2 (2008), CE 60601-1:08 EDITION 2, CE 60601-1:08 EDITION 2, CE
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MEDICAPTURE MVR PRO

ALL-INCLUSIVE, COMPACT MEDICAL VIDEO
RECORDING AND ARCHIVING SYSTEM FOR
ALL SURGICAL CAMERAS

e Powered by the exclusive iMave Pro platform

¢ Smart Workflow enables surgical teams to control
the recorder according to preference including
touchscreen or tablets

e Jump from recording to managing data with the
swipe of a finger

e Full-patient workflow capability and an easy
built-in touchscreen

e Unique built-in touchscreen includes intuitive
icons for ease of use

MEDICAPTURE MVR PRO TESTED AND CERTIFIED TO: MDR 2017/745, CE 93/42/EEC,
EN 60601-1:2006 + A1:2013 + A12:2014 (Ed 3.1), EN 60601-1-2:2015 (Edition 4), EN 60601-
1-6:2010+A1:2015, EN 50581:2012, RED 2014/53/EU, FCC Part 15, Subpart B, Class B Class 1
Equipment according to US-FDA and MDR 2017/745, RoHS3 / WEEE / ISO 13485: 201

MEDICAPTURE MVR 4K

EXPERIENCE UNLIMITED FLEXIBILITY AND
CONTROL IN THE OR WITH THE POWERFUL AND
COMPACT MVR 4K SOLUTION

e Compact 4Kp60 medical video recorder that
transforms surgical procedure capture, management,
and sharing

e Eliminates operational boundaries by allowing control
from any optimal location within the OR

e Modular concept and small size are ideal for limited
spaces

e Multi-Input 4K Recording

e Full patient workflow, including a DICOM Upgrade
Package option

e Connect to surgical camera to benefit from
MediCapture’s Smart Workflow

MEDICAPTURE MVR 4K TESTED AND CERTIFIED TO: IEC 60601-1-:22005+A1:2012+A2:2020
/ EN 60601-1:2006+A1:2013+A2:2021 (Ed 3.1), IEC/EN 60601-1-2 (Edition 3.2), EN 60601-
1-6:2010+A1:2015, EN 50581:2012, MDR 2017/745/EU (CE), FCC Part 15 - Class B, Class 1
Equipment according to US-FDA and MDR (EU), UKCA, RoHS3 / WEEE / ISO 13485: 2016




TEAC UR-NEXT 4K

TRUE-TO-LIFE 4K IMAGES FOR YOUR BIGGER PICTURE

4K resolutions at 60fps and full HD compatibility, making it ideal for
all surgical cameras and visualization systems

Preserves digital image and video integrity with the best possible
recording quality

Easy, One-Touch 4K UHD/FHD Surgical Video Recording

Front panel control buttons, a large built-in TOUCH display,
multitasking JOG-DIAL, and wireless remote

Remotely access, view, and control with ease

Deep integration ensures an interconnected workflow, allowing
seamless collaboration within the visualization system

Serves as a reliable DICOM Gateway, enabling automated transfer to
PACS

Essential security features like user account control, data encryption,
session timeout, audit trails, data export disablement, and OS
hardening

MEDICAPTURE MVR 4K TESTED AND CERTIFIED TO: IEC 60601-1-:2005+A1:2012+A2:2020
/ EN 60601-1:2006+A1:2013+A2:2021 (Ed 3.1), IEC/EN 60601-1-2 (Edition 3.2), EN 60601-
1-6:2010+A1:2015, EN 50581:2012, MDR 2017/745/EU (CE), FCC Part 15 - Class B, Class 1
Equipment according to US-FDA and MDR (EU), UKCA, RoHS3 / WEEE / ISO 13485: 2016

SURGICAL DISPLAYS

VOIRELITE 31.5” & 27”

SURGICAL DISPLAYS FOR THE OPERATING ROOM
e Fanless, vent-free design ensures a dust- and noise-free
environment, preserving airflow around the patient

e Delivers clear and crisp images for surgeons with 4K resolution,
wide color gamut, very high brightness, and high contrast ratio

e Seamlessly integrates into any OR setup, whether it’s point-to-
point or full OR integration

e Built-in microphone, ORION Decoder and AV integration
e Configurable presets make setup and operation easy

e Protective glass for durability, optical bonding, and features IPS
panels for precise color fidelity

VOIRELITE TESTED AND CERTIFIED TO: 60601, FDA class I, MDR class |, Manufactured
with 1SO 13485, IEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012, IEC 60601-1:2005/
AMD2:2020, IEC 60601-1-6:2010, IEC 60601-1-6:2010/AMD1:2013, IEC 60601-1-6:2010/
AMD2:2020




BAYPORT 6-BAY BATTERY
CHARGING SOLUTION SHOWN
WITH WALL MOUNT RAIL KIT
—BFW 9020 BC6 + BFW 5440 MR—
(BATTERIES SOLD SEPARATELY)
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BAYPORT 6-BAY CHARGING SOLUTION SHOWN
WITH MOBILE STAND. CONFIGURED WITH THE
TOP AND BOTTOM DUAL HANGER KITS.
—BFW 9020 BC6 + BFW 5440 MS—
—BFW 5440 TDK + BFW 5440 BDK—
(HEADLIGHTS AND BATTERIES SOLD SEPARATELY)

¢ Conveniently charges up to 6 batteries simultaneously with a single power cord

¢ Lightning Fast charges: BayPort will reach 80% of full power in 1 hour and
100% of full power in 3 hours

¢ Exclusively charges BFW 3- and 4-cell Lithium-ion batteries

¢ Make it mobile by mounting to a 5-caster base mobile stand

¢ Save space by mounting to the wall with a rail kit

¢ Minor assembly required

¢ Limited Manufacturer warranty applies

PLEASE - Product specifications may be modified by the manufacturer at any time, descriptions for reference only.
NOTE - Configurations shown combine products and accessories that are sold separately. Consult your
BFW specialist for the optimal configuration to suit your needs.

BAYPORT CHARGING SOLUTION TESTED AND CERTIFIED TO:

IEC 60601-1 EDITION 3, IEC 60601-1-2 Edition 4, ANSI/AAMI ES60601-1:
A1:2012, C1:2009/(R)2012 and A2:2010/(R)2012, CSA CAN/CSA-C22.2 NO.
60601-1:14, IEC 60601-1-6:2010 (Third Edition) + A1:2013, CE
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BAYPORT HEADLIGHT
STORAGE SOLUTION SHOWN

WITH WALL MOUNT RAIL KIT
_BEW 5440 W2 + BEW 5440 MR— BAYPORT STORAGE SOLUTION

SHOWN WITH WALL MOUNT RAIL KIT.
CONFIGURED WITH THE TOP AND
BOTTOM DUAL HANGER KITS
—BFW 5440 W2 + BFW 5440 MR—
—BFW 5440 TDK + BFW 5440 BDK—
(HEADLIGHTS SOLD SEPARATELY)

(HEADLIGHTS SOLD SEPARATELY)

BAYPORT STORAGE SOLUTION
WITH FOUR MODULES SHOWN
WITH THE MOBILE STAND KIT
—BFW 5440 W2 + BFW 5440 MS—
(HEADLIGHTS SOLD SEPARATELY)

e Conveniently stores up to 4 headlights at a time with the space saving wall mount configuration
* When configured with the Mobile Stand each module will provide storage for 2 Headlights.
A maximum of 8 Headlights can be stored on a single Mobile Stand using 4 storage modules.
¢ Designed to store AtoN, Pharos, Dover, Bristol-Plus and Daymark
* Hook design will hold Headlight, Cable and Holster
¢ Organizational space to store Fiji Sweatband 10 pack (BFW 1002 P-10)
¢ Minor assembly required
¢ Limited Manufacturer warranty applies

PLEASE - Product specifications may be modified by the manufacturer at any time, descriptions for reference only.
NOTE - Configurations shown combine products and accessories that are sold separately. Consult your
BFW specialist for the optimal configuration to suit your needs.

BAYPORT STORAGE SOLUTION TESTED AND CERTIFIED TO: CE
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MAUI BAYPORT CHARGING & STORAGE
SOLUTION SHOWN WITH WALL MOUNT
RAIL KIT. WITH CHARGERS INSTALLED
—BFW 9020M + BFW 5440MR—
(HEADLIGHTS SOLD SEPARATELY)

MAUI BAYPORT CHARGING & STORAGE
SOLUTION WITH THE MOBILE STAND KIT
—BFW 9020M + BFW 9893BP—

(MOBILE STAND HOLDS A SINGLE MODULE,
BATTERIES SHOWN ARE SOLD SEPARATELY)

* With the Wall Mount Rail Kit and Mobile Stand, Maui BayPort can simultaneously charge up
to 8 batteries and store up to 4 headlights on a single module

¢ Lightning fast charges - 80% of full power in 1 hour and 100% of full power in 3 hours

¢ Exclusively designed to charge BFW Mini-Maui batteries

¢ Storage bar will hold up to 4 Maui Headlights

¢ Designed exclusively for BFW Maui headlight systems

¢ Minor assembly required

¢ Limited Manufacturer Warranty applies
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PLEASE - Product specifications may be modified by the manufacturer at any time, descriptions for reference only.
NOTE - Configurations shown combine products and accessories that are sold separately. Consult your
BFW specialist for the optimal configuration to suit your needs.

BAYPORT STORAGE SOLUTION TESTED AND CERTIFIED TO: IEC 60601-1 EDITION 3,
IEC 60601-1-2 EDITION 4, AAMI ES60601-1 EDITION 1, CSA C22.2 NO 60601-1:08 EDITION 2, CE




A BFW GUIDE TO THE RIGHT LIGHT

LIGHTING [H

HOSPITAL

SURGERY
CENTER

OFFICE

DISCIPLINE

ENT
GENERAL SURGERY

CARDIOSURGERY
NEUROSURGERY
ORTHOPEDIC SURGERY
PEDIATRIC SURGERY
SPINE SURGERY
THORACIC SURGERY
TRANSPLANT SURGERY
VASCULAR SURGERY

ORTHOPEDIC SURGERY
PLASTIC SURGERY

DENTAL
EXAM
ORAL/MAXILLOFACIAL

Camera Control Unit
Hight Bright Hatteras LED Light Source

10’ Fiber Optic Cable, HDMI and 3G-SDI Video Cables

Mobile Stand

MVR Pro, MVR 4K, TEAC UR-NEXT 4K, VoirElite

Monitor accessories available

FIBER OPTIC SYSTEM
e Powered by a choice of: High Bright Hatteras,

S-Model Hatteras or ChromaPRO
AtoN High-Intensity Headlight
Choice of: Fiji or Key West Headband

Choice of: 10’ Cobra Cable, 10’ Cable, 7' Cable

Mobile Stand

Storage Backpack Included

Fiji Headband

DAYMARK VICTORY PORTABLE HEADLIGHT
SYSTEM
Daymark Victory High-Intensity Surgical Headlight

Choice of Small or Large Batteries.
Charging Cradle, Power Supply

BRIGHT

Dover | Maui

Dover | Maui

Bristol-Plus | Maui
Bristol-Plus | Maui
Bristol-Plus | Maui
Bristol-Plus | Maui
Bristol-Plus | Maui
Bristol-Plus | Maui
Bristol-Plus | Maui

Bristol-Plus | Maui

Bristol-Plus | Maui

Dover | Maui

Dover | Maui
Dover | Maui

Dover | Maui

BRIGHTER

Bristol-Plus

Bristol-Plus

Daymark | Victory
Daymark | Victory
Daymark | Victory
Daymark | Victory
Daymark | Victory
Daymark | Victory
Daymark | Victory
Daymark | Victory

Daymark | Victory

Bristol-Plus

Bristol-Plus
Bristol-Plus

Bristol-Plus

BATTERY POWERED

LIGHT SOURCE POWERED

BFW HEADLIGHT & CAMERA PRODUCT SYSTEMS

PHAROS HD SYSTEM
e Pharos HD Headlight/Camera Unit

- WAY

BRIGHTEST

Daymark | Victory
Daymark | Victory

Hatteras | AtoN | Pharos
Hatteras | AtoN | Pharos
Hatteras | AtoN | Pharos
Hatteras | AtoN | Pharos
Hatteras | AtoN | Pharos
Hatteras | AtoN | Pharos
Hatteras | AtoN | Pharos
Hatteras | AtoN | Pharos

Hatteras | AtoN | Pharos
Daymark | Victory

Daymark | Victory
Daymark | Victory
Daymark | Victory

DAYMARK PORTABLE HEADLIGHT SYSTEM
e Daymark High-Intensity Surgical Headlight

Choice of: Fiji or Key West Headband
Two 4-Cell Batteries, Charging Cradle, Power Supply

Holster, Linkage Kit

Storage Backpack Included

BRISTOL-PLUS PORTABLE HEADLIGHT SYSTEM
Bristol-Plus Medium-Intensity Surgical Headlight
Choice of: Fiji or Key West Headband, or Optic Clip
One 3-Cell Batteries, Charging Cradle, Power Supply
Holster, Linkage Kit

Storage Backpack Included

DOVER PORTABLE HEADLIGHT SYSTEM

e Dover Medium-Intensity Exam Headlight

Choice of: Fiji or Key West Headband, or Optic Clip
One 3-Cell Batteries, Charging Cradle, Power Supply
Holster, Linkage Kit

Storage Backpack Included

MAUI CORDLESS HEADLIGHT SYSTEM
e Choice of: Maui Bristol-Plus or Maui Dover
e Two Mini Batteries, Dual-Bay Charger, Power Supply

Holster Belt Included
Holster, Linkage Kit
Holster Belt Included

e Storage Backpack Included
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BFW 8010HB
BFW 8010BHB
BFW 8010A

HATTERAS
BFW 1600B
BFW 1600S
BFW 5500
BFW 9893

AtoN

BFW 1200
BFW 1252
BFW 1255
BFW 1257
BFW 1260
BFW 1262

DRODUCT CODES ™

PHAROS HD

HEADLIGHT HD IMAGING SYSTEM POWERED BY HATTERAS | PG 2
Pharos Imaging System, High Bright Hatteras, Mobile Stand

Pharos Imaging System with High Bright Hatteras, excludes Mobile Stand
Pharos Camera and Control Unit Only

LED LIGHT SOURCES | PGS 3 + 4
High Bright Hatteras Light Source
S-Model Hatteras Light Source
ChromaPRO 50-Watt LED Light Source
Hatteras Mobile Stand Accessory

HEADLIGHT POWERED BY HATTERAS | PG 4

AtoN Headlight with Fiji Headband and 10’ Cobra Coil Fiber Optic Cable

AtoN Headlight with Key West Headband and 10’ Cobra Coil Fiber Optic Cable
AtoN Headlight with Fiji Headband and 10’ Standard Fiber Optic Cable

AtoN Headlight with Key West Headband and 10’ Standard Fiber Optic Cable
AtoN Headlight with Fiji Headband and 7’ Standard Fiber Optic Cable

AtoN Headlight with Key West Headband and 7' Standard Fiber Optic Cable

DAYMARK VICTORY_SURGICAL: HIGH INTENSITY WITH ULTRA-BRIGHT MODE | PG 5

BFW 9070V
BFW 9070VSS

BFW 9070VSL

Daymark Victory Kit with Fiji Headband, Holster & Linkage Kit

Daymark Victory Battery Kit, Two Small Batteries, Single-bay Charging Cradle with
Power Supply, Holster Belt

Daymark Victory Battery Kit, One Small & One Large Battery, Single-bay Charging
Cradle with Power Supply, Holster Belt

BFW 9070VS Daymark Victory Small Battery

BFW 9070VL Daymark Victory Large Battery

DAYMARK SURGICAL: HIGH INTENSITY POWERED BY 4-CELL BATTERY | PG5
BFW 9070 Daymark Headlight System with Fiji Headband

BFW 9074 Daymark Headlight System with Key West Headband

BRISTOL-PLUS ___ SURGICAL: MEDIUM INTENSITY POWERED BY 3-CELL BATTERY | PG 5
BFW 9040P Bristol-Plus Headlight System with Fiji Headband

BFW 9040PB Bristol-Plus Headlight System with Fiji Headband and Two 3-Cell Batteries
BFW 9042P Bristol-Plus Headlight System with Optic Clip

BFW 9042PB Bristol-Plus Headlight System with Optic Clip and Two 3-Cell Batteries

BFW 9044P Bristol-Plus Headlight System with Key West Headband

BFW 9044PB Bristol-Plus Headlight System with Key West and Two 3-Cell Batteries
DOVER EXAM: MEDIUM INTENSITY POWERED BY 3-CELL BATTERY | PG 5
BFW 9030 Dover Headlight System with Fiji Headband

BFW 9030B Dover Headlight System with Fiji Headband and Two 3-Cell Batteries

BFW 9032 Dover Headlight System with Optic Clip

BFW 9032B Dover Headlight System with Optic Clip and Two 3-Cell Batteries

BFW 9034 Dover Headlight System with Key West Headband

BFW 9034B Dover Headlight System with Key West and Two 3-Cell Batteries

PLEASE NOTE: Product specifications may be modified by the manufacturer at any time, descriptions for reference only.




BFW 9040PM
BFW 9035M
BFW 9023M
BFW 9023MDPS
BFW 5445

MAUI DOVER

BFW 9030M
BFW 9035M
BFW 9023M
BFW 9023MDPS
BFW 5445

MEDICAPTURE

BFW 7750
BFW 7750K

TEAC UR-NEXT

BFW 7960W

VOIRELITE
BFW 1803M
BFW 1804M

BAYPORT
BFW 9020BC6

BAYPORT
BFW 5440W2

MAUI BAYPORT

BFW 9020M
BFW 9020M

BAYPORT
BFW 5440MR
BFW 5440TDK
BFW 5440BDK
BFW 5440MS
BFW 9893BP
BFW 9893PS

DRODUCT CODES ™

MAUI BRISTOL-PLUS_SURGICAL: ADJUSTABLE SPOT POWERED BY 2 MINI BATTERIES | PG 6
Maui Bristol-Plus Headlight System with Two Mini Batteries and Dual-Bay Charger

Maui Bristol-Plus Mini Battery

Dual-Bay Charger with Wall Power Supply for USA, EU, UK, Canada, Mexico, Australia

Dual-Bay Desktop Charger with Power Supply for all other countries
Protective Carrying Case

EXAM: FIXED SPOT POWERED BY 2 MINI BATTERIES | PG 6

Maui Dover Cordless Headlight System with Two Mini Batteries and Dual-Bay Charger

Maui Dover Mini Battery

Dual-Bay Charger with Wall Power Supply for USA, EU, UK, Canada, Mexico, Australia

Dual-Bay Desktop Charger with Power Supply for all other countries
Protective Carrying Case

MEDICAL VIDEO RECORDING SYSTEM | PG 07
MediCapture MVRPRO HD Medical Grade Image Capture
MediCapture MVR420 4K Medical Grade Image Capture

4K SURGICAL VIDEO RECORDER | PG 08
TEAC UR-NEXT 4K Medical Grade Image Capture

SURGICAL DISPLAYS | PG 08
VoirElite 31.5” Medical Grade Flat Screen Monitor
VoirElite 27” Medical Grade Flat Screen Monitor

6-BAY BATTERY CHARGING SOLUTION | PG 9
Charges up to 6 BFW 3-cell and 4-cell Lithium-ion batteries, exclusively

HEADLIGHT STORAGE SOLUTION | PG 10
Stores BFW Headlights, includes 2 center-mounted hooks

HEADLIGHT CHARGING & STORAGE SOLUTION | PG 11
Includes chargers. Stores up to 4 headlights and charges up to 8 batteries
Not including chargers (for customers who have Maui chargers)

ACCESSORIES EXCLUSIVE TO BAYPORT | PGS 9-11
BayPort Wall Mount Rail Kit

BayPort Top Dual Hanger Kit

BayPort Bottom Dual Hanger Kit

BayPort Mobile Stand for Four Modules

BayPort Mobile Stand for Single Module

BayPort Mobile Stand Power Strip

PLEASE NOTE: Product specifications may be modified by the manufacturer at any time, descriptions for reference only.




WE INVITE YOU TO EXPLORE ALL OF
THE MANY FEATURES WE INCORPORATE
INTO THE BFW PRODUCT LINE
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COMFORT & FIT
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COMPATIBLE DESIGN
WITH OTHER LIGHT
SOURCE BRANDS
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BATTERY
TESTED & CLEARED POWERED
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BRIGHT, BRIGHTER, MANUFACTURER’S
BRIGHTEST WARRANTY

“VERY BRIGHT AND ERGONOMIC, YOU DON'T REALIZE
YOU HAVE AHEADLIGHT ON. I NOTICED THE HIGHER
INTENSITY... | THINK [ WILL NEVER CHANGE TO ANOTHER
BRAND. BEST ON THE MARKET!”

CARLOS PRIOS, MD
INSTITUTO MEXICANO DEL SEGURO SOCIAL

TIJUANA, MEXICO

BRISTOL-PLUS HEADLIGHT

POWERED BY A 3-CELL BATTERY
SHOWN WITH A FlJI HEADBAND
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SEE WHY

Questions?

PLEASE CONTACT US:
INFO@BFWINC.COM
OR VISIT BEWINC.COM
+1-502-899-1808
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TECHNICAL SUPPORT IS STANDING BY
ELLIOTT LASHER | PRODUCT MANAGER,
SURGICAL LIGHTING & IMAGING SYSTEMS
ELLIOTT@BFWINC.COM

+1-502-899-1808: EXT 100 (OFFICE)
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SEE BETTER |

PHAROS HD CAMERA,
POWERED BY THE HIGH BRIGHT
HATTERAS LIGHT SOURCE,
SHOWN WITH FIJI HEADBAND



