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VOIRELITE SURGICAL DISPLAYSNEW!
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VOIRELITE 31.5” & 27”
SURGICAL DISPLAYS FOR THE OPERATING ROOM

•Power supply: 
•PSU: External 24VDC Medical Approved PSU, 100-240VAC 50-
60Hz

•Power consumption: Max 120W; Typical: 100W; Stand-by: Max 2W
•Video input & output

• 3G-SDI input Up to SMPTE 274M, 1920x1080 4:2:2 10 bit
• 12G-SDI input Up to 4K60 resolution, 4:2:2 10 bit
• HDMI 2.0 input Up to 4K60 resolution, 4:4:4, 10/12 bit HDR
• Latency <0,1ms

•Manufacturer’s Warranty: 3 years

SURGICAL DISPLAY

BFWinc.com
800-717-4673 | +1-502-899-1808

1550 SAMCO ROAD

RAPID CITY, SD, 57702 USA

VOIRELITE PRODUCT CODES:
BFW 1803M 	 VoirElite 31.5” Medical Grade Flat Screen Monitor
BFW 1804M  	 VoirElite 27” Medical Grade Flat Screen Monitor

DIMENSIONS
VoirElite 31,5”: 468.4mm H x 777.1mm W x 62.5mm D 
(18.44” H x 30.59” W x 2.46” D)

VoirElite 27”: 411.4mm H x 668.1mm W x 62.5mm D 
(16.2” H x 26.30” W x 2.46” D)

WEIGHT:
VoirElite 31,5”: 12.52kg (27.6lbs)
VoirElite 27”: 9.50kg (20.93 lbs)
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VOIRELITE TESTED AND CERTIFIED TO: 60601, FDA class I, MDR class I, Manufactured 

with ISO 13485, IEC 60601-1:2005, IEC 60601-1:2005/AMD1:2012, IEC 60601-1:2005/

AMD2:2020, IEC 60601-1-6:2010, IEC 60601-1-6:2010/AMD1:2013, IEC 60601-1-6:2010/

AMD2:2020

ALL TECHNICAL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE

PAIR WITH THE BFW PHAROS HD HEADLIGHT/VIDEO CAMERA SYSTEM

BFW Pharos Headlight/Video Camera System sold separately

https://www.bfwinc.com/

