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MEDICAPTURE MEDICAL VIDEO RECORDING SYSTEM NEW!

SEE  BETTER 
SEE  FARTHER 
SEE  WHY

CELEBRATING 
FIVE DECADES   
OF ILLUMINATION

SINCE
197 1

MEDICAPTURE MVR PRO

MEDICAPTURE MVR460
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MEDICAPTURE MVR PRO 
ALL-INCLUSIVE, COMPACT MEDICAL VIDEO RECORDING AND 
ARCHIVING SYSTEM FOR ALL SURGICAL CAMERAS

•Export to network on Wi-Fi, LAN
•EMR compatible 
•Multi-input: 2x HDMI
•Video output: 1x HDMI
•Video recording resolutions: 3840x2160, 1920x1200, 1920x1080
•Video recording bitrates: MP4 / coding H.264 up to 32 Mbit/s HEVC 
H.265 Half the file size

•Image formats: JPG, PNG
•Internal storage: 128GB. Extension on request
•External storage: USB flash drive, USB hard drive
•Power: 3 prong AC jack
•Extended Color Range Setting
•Multi Input Parallel or PIP recording.
•Storage Upgrades 512 GB 1TB Point of Sale
•External FAT32 ExFat NTFS

MEDICAPTURE MVR460 

A PREMIUM, NEXT-GENERATION 4K, TOUCHSCREEN RECORDER AND 
ARCHIVING SOLUTION TAILORED FOR MODERN ORS

•Video connections: 2 selections of: HDMI 4K, DisplayPort 4K, USB camera 4K,  
SDI up to 12G-SDI

•Video recording resolution: 3840x21603, 1920x1080, 1280x1024, 1280x720,  
1024x768

•Video recording format: MP4: H.2643 / HEVC3 H.265 high efficiency video coding
•Image formats: JPG, PNG
•Audio input: MIC low level (2-pin TS stereo) / LINE (3-pin TRS stereo) / USB 
microphone / HDMI audio

•Audio output: integrated speaker / LINE (3-pin TRS stereo) / headset (3-pin TRS 
stereo)

•Internal storage: HDD 2TB
•External storage: USB drives (flash drives or hard drives), FAT32 / NTFS / exFAT
•USB Support: USB3.0, super speed, 1 front connector, 2 rear connectors
•Remote: 3.5mm mini jack
•LAN: RJ-45, ethernet, max 2.5 GB/s
•Monitor dimensions: 7” diagonal

BFWinc.com
800-717-4673 | +1-502-899-1808

1550 SAMCO ROAD

RAPID CITY, SD, 57702 USA

MEDICAPTURE PRODUCT CODES:
BFW 7750 	 MediCapture MVRPRO HD Medical Grade Image Capture
BFW 7754K  	 MediCapture MVR460 4K Medical Grade Image Capture

Size: (WxDxH): 173 x 153 x 50mm / 6.7 x 6.0 x 2“
Weight: 1.20 kg / 2lb 13oz

Size: (WxDxH): 195 x 71 x 220.3 mm (7.7 x 2.8 x 8.7”) 
Weight: 2.1 kg / 4.63 lbs
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MEDICAPTURE MVRPRO TESTED AND CERTIFIED TO: MDR 2017/745, CE 93/42/EEC, EN 

60601-1:2006 + A1:2013 + A12:2014 (Ed 3.1), EN 60601-1-2:2015 (Edition 4), EN 60601-1-

6:2010+A1:2015, EN 50581:2012, RED 2014/53/EU, FCC Part 15, Subpart B, Class B Class 1 

Equipment according to US-FDA and MDR 2017/745, RoHS3 / WEEE / ISO 13485: 201

MEDICAPTURE MVR 4K TESTED AND CERTIFIED TO:  IEC 60601-1-:2005+A1:2012+A2:2020 

/ EN 60601-1:2006+A1:2013+A2:2021 (Ed 3.1), IEC/EN 60601-1-2 (Edition 3.2), EN 60601-1-

6:2010+A1:2015, EN 50581:2012, MDR 2017/745/EU (CE), FCC Part 15 - Class B, Class 1 Equip-

ment according to US-FDA and MDR (EU), UKCA, RoHS3 / WEEE / ISO 13485: 2016

ALL TECHNICAL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE

PAIR WITH THE BFW PHAROS 
HD HEADLIGHT/VIDEO CAMERA 

SYSTEM

(BFW Pharos Headlight/Video 
Camera System sold separately)*

https://www.bfwinc.com/

