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PORTABLE HEADLIGHT CAMERA  SYSTEM

SEE  BETTER 
SEE  FARTHER 
SEE  WHY

CELEBRATING 
FIVE DECADES   
OF ILLUMINATION

SINCE
197 1
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BEACON 4K
PORTABLE 4K CAMERA AND HEADLIGHT FOR 
LIGHTWEIGHT CONSISTENT IMAGE AND VIDEO CAPTURE.

•60,000 LUX at highest intensity
•2-hour run time with slim battery pack
•4-hour run time with standard battery pack
•Fixed Spot Diameter: 4" (10.16 cm) at a working distance of 
16" (40 cm)
•Color Temperature: 5,700° K
•Adjustable Depth of Focus: 10" (25 cm) – 26" (76 cm)
•USB Connection
•Can connect directly to Android phone, tablet or PC.
•See manual for specification requirements for phone or PC.

SURGICAL

BFWinc.com
800-717-4673 | +1-502-899-1808

1550 SAMCO ROAD

RAPID CITY, SD, 57702 USA

EXCELLENT FOR USE IN THE FOLLOWING DEPARTMENTS

BEACON 4K HEADLIGHT CAMERA KIT CONTENTS
• Beacon 4K headlight
• Beacon 4K headlight battery pack
• Battery extension cables and charger
• Tablet and USB Hub with HDMI 

output (sold separately)

BEACON 4K IMAGING SYSTEM PRODUCT CODES:
BFW8040 
BFW8040B 
BFW9060 
BFW9060B 
BFW9060T 

Beacon camera and headlight with slim battery pack 
Beacon camera and headlight with standard battery pack 
Beacon headlight with slim battery pack
Beacon headlight with standard battery pack
Tablet

ORTHOPEDIC SURGERY 
THORACIC SURGERY 
TRANSPLANT SURGERY 
VASCULAR SURGERY 
PLASTIC SURGERY 
CARDIAC SURGERY 
NEUROSURGERY  
PEDIATRIC SURGERY 
SPINE SURGERY
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ENGINEERED AND ASSEMBLED IN THE U.S.A. © 2026 BFW, Inc.

ALL TECHNICAL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE
 BEACON TESTED AND CERTIFIED TO: IEC 60601-1 Edition 3, IEC 60601-1-2 Edition 4,  

ANSI/AAMI ES60601-1 (2005 + C1:09 + A2:10), CAN/CSA C22.2 NO 60601-1 Edition 2 (2008), CE




